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area of pre-SMCRA disturbance. Plate 54 also shows areas of non-mining disturbance which
occurred after 1 980 but prior to 1 996. These disturbances were created by logging activities in the
area and are not subject to the requirements of R645-301 through R64 5-302. No areas shown on
Plate 54 are subject to the requirements of R645-200 through R645 -203. The pre-mining topography
for the Pace Canyon Fan Portal Site can be seen on Plate PC5-4 in Appendix 5-10.

A certified map showing the location of the topsoil stockpile is provided as Plate 2-3. The location of
the proposed topsoil stockpile for the Pace Canyon Fan Portal Site is shown on Plate PC5-2 in
Appendix 5-10. The proposed location of a sediment trap and basin are also shown on this plate.

The proposed location of the sedimentation pond is noted on Plate 5-2. No watertreatment facilities

will exist at the site other than the sedimentation pond.

The following facilities or activities will not exist or occur within the permit area:

Coal preparation plant,

Coal cleaning,

Coal processing waste banks, dams, or embankments,

Disposal of non-coal (non-waste rock) waste other than durable rock-type mnstruction
materials such as cinder block, and

Air pollution control facilities.

Hence, certified maps or cross sections of these facilities are not provided in this plan. The durabte
rock-type construction materials will be disposed of in locations designated to receive underground

development waste.

Surface Gonfigurations. Certified maps and cross sections showing the proposed final (post-

reclamation) surface configuration of the Dugout Canyon disturbed area are provided on Plates 5-5
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and 5-6, respectively. Certified maps and cross sections showing the proposed final (post-

reclamation) surface for the Pace Canyon Fan Portal Site is shown on Plate PC5-5 in Appendix 5-1 0.

Hydrology. Certified maps and cross sections associated with the hydrology of the Dugout Canyon

Mine area are provided in Chapter 7 .

Geology. Certified maps and cross sections associated with the geologyof the Dugout Canyon Mine

area are provided in Chapter 6.

512.200 Plans and Engineering Designs

All plans and engineering designs presented in this M&RP were prepared by or under the direction

of and certified by a qualified registered professional engineer.

Excess Spoil. No excess spoil will be generated from the permit area.

Durable Rock Fills. No durable rock fills will exist in the permit area.

Coal Mine Waste. The designs of the waste-rock facilities at the Dugout, SUFCo and Skline Mines

were certified by a qualified registered professional engineer. Information regarding these disposal

facilities can be found in their respective M&RPs.

lmpoundments. An impoundment was constructed forthe mining and reclamation operation in

Dugout Canyon and consists of a sedimentation pond (see Plate 7-5). A sediment trap has been

proposed for the Pace Canyon Fan Portal Site (see Figure 7-12C in AppendixT-12). These

impoundments have been designed under the direction of a professional engineer using current,

prudent, engineering practices. These designs were certified by a qualified registered professional

engineer.
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Cross sections of the proposed surface facilities are provided on Plate 5-3 and Figure 7-9-2
(Appendix 7-9). The disturbed area shown on Plate 5-2 is the same as the land areafor which a
performance bond or other guarantee has been posted.

Under the currently approved construction plan, several areas within the existing disturbed area
boundarywill not be significantly disturbed during site construction. The first such area consists of

0.08 acres located on the hillside west of the portal pad, north of the substation access road, and
east of the storage area adjacent to that road. The second such area consists of 0. 1 3 acres located
on the hillside above the mine haulage/manway portal. Each of the above areas is located on a
hillside above the area of actual disturbance.

Plate PC5-2 in Appendix 5-1 0 shows the layout of the Pace Canyon Fan Portal Site. Cross sections

of this facility are also shown on this map. Figure PC-z in Appendix 5-1 0 depicts the Gilson seam
mine planned workings. (February 2005). Facilities at the Pace Canyon Fan Portal Site will include:

Portal - see Section 529,
Fan Shaft - 20 foot diameter shaft, 60 to 70 feet deep,
Fan and motor building - metal structure containing a fan,
Transformers - metal structure sitting within a concrete containment structure,
Emergency Generators - two trailer mounted generators sitting within a concrete
contai nment structu re,
Fuel Storage Tank - tank sitting within a concrete containment structure adjacent to
the generators,
Pump Building - contains pump for lubricating fan,
Topsoil Storage Piles,
Sediment Trap - see AppendixT-12.

The pad will accommodate the mine fan, associated ducting and motor building, diesel generators,

transformers, fuel storage tank, and intake portal which will also accommodate an escape way. The

fan ducting is equipped with a vertical evase (diffuser) to assist in reducing noise associated with

the operation of the fan.

Transportation Facilities. Roads that will be constructed, used, or maintained by SCM in the

permit area for the mining and reclamation operations are shown on Plate 5-2. No rail systems or

overland conveyor systems (other than the materiaf-handf ing conveyors in the mine yard) will be
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All support facilities will be removed following mining in accordance with the reclamation plan

discussed in Section 540 of this M&RP.

Water Pollution Control Facilities. Water pollution controlfacilities at the Dugout Canyon Mine

consist of the sedimentation pond, the appurtenant structures associated with the sedimentation pond,

and a sewage/wastewater holding tank. All water pollution control facilities will be removed following

mining in accordance with the reclamation plan discussed in Section 540 of this M&RP.

The sedimentation pond and appurtenant structureswill be constructed as discussed in ChapterT and

will be used and maintained as discussed in Section 533.700. Sanitary sewage will be routed by
gravity through a pipeline from the mine surface facility to a below-grade collection tank which will be

located adjacent to the office/bath house buiHing. Wastewaterwhich collects in the holding tank(s)

will be periodically hauled from the site and disposed of in the sewage lagoon at the Soldier Canyon

Mine orthe Price RiverWater lmprovement Districtfacilityat Wellington, Utah. Approval forthe use

of these facilities by the Dugout Canyon Mine is provided in Appendix 5-3A

Water pollution control at the Pace Canyon Fan Portal Site will consist of alternate sediment control

measures, a sediment trap, a sediment basin and secondary containment for all tanks, transformers,

motors and generators. Details regarding the alternate sediment control measures and sedimenttrap

can be found in Appendix7-12.

527 Transportation Facilities

527 .100 Road Glassification

Primary roads within the disturbed area include the primary haul road, the coal storage pad road, the

substation access road, the portal pad access road, and the water tank access road. The survey

monument access road is classified as an ancillary road. The locations of these roads are shown on

Plate 5-2. Typical cross sections representing these roads are shown in Figure 5-1 .

The private dirt roads outside of the disturbed area but within the permit areawill not be classified.

These unimproved dirt roads are owned and maintained bythe surface land owners, including Canyon

5-36



Canyon Fuel Company, LLC
SCM/Dugout Canyon Mine

Mining and Reclamation Plan
November 2006

As noted previously in this section, temporary storage of debris generated at the mine will be in a

dumpster. As a result, this debris will be protected from the wind and other elements. Because debris

that is generated at the mine site will be onlytemporarily stored at the mine prior to off-site disposal,

there is no significant potential for this debris to spontaneously combust. Fire extinguishers will be

kept on mobile equipment in the mine yard to extinguish anyfires should combustion of the waste

materials occur. No waste materials that constitute a fire hazardwill be accumulated in the permit

area. No hazardous materials, as defined in 40 CFR, will be disposed of underground. These

materials will be disposed of in accordance with all applicable state and federal regulations.

528.400 Dams, Embankments, and lmpoundments

No dams, embankments, or impoundments will be used for the handling or disposal of coal,

overburden, excess spoil, or coal mine waste in the permit area.

529 Management of Mine Openings

It is currently anticipated that five underground mine openings will be associated with the Rock

Canyon and Gilson Seams. A portal and shaft were constructed into the Gilson seam at the Pace

Canyon Fan Portal Site (see Plate P9s-zin Appendix 5-10). The primary purpose of the shaft and
portal will be for ventilation. The portal will also be used as an emergency escape way. A fence

was installed to surround the Pace Canyon Fan facilities to assist in managing the mine openings,

refer to Figure PC-3 in Appendix 5-1 0 for the approximate location of the fence. Two types of fence

were used at the Pace Canyon site, both fences are approximatelyeightfeettall, one is constructed

of chain link, theotherisfieldfence (refertoAppendix5-l0fordetails). Thefield/wildlifefencewas

constructed per DWR wildlife exclusionaryfence recommendations. Since the facilities are behind

a locked gate, barb wire is optional forthe top of the chain link. Should additional protection become

necessary at the Pace Canyon Portal opening, a gate across the portal entrance will be installed.

Additional openings into the Gilson Seam may be planned in the future but are not part of this M&RP.
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will proceed from the upstream end of the surface facilities to the downstream end, thus allowing the

sedimentation pond and sediment traps to remain effective for as long as possible.

At the Pace Canyon Fan Portal facilities the gravel associated with sediment control of the site will be

placed in the shaft for disposal during reclamation of the site. The Hilfiker wall will be constructed

usingon-sitematerial. Soilatthesitewillbescreenedtocollectrockwhichwillbeusedtofil lthewall.

During reclamation the steel mesh used to build the wallwill be recycled or placed into the shaft during

backfilling. The rock and soil used to build the will be used as fill during reclamation.

Construction of Reclamation Ghannels. Reclamation channels will be constructed atthe locations

shown on Plate 5-5 for the Dugout Canyon facility and Figure7-12F inAppendix7-12 forthe Pace

Canyon Fan Portal Site. These channels will be constructed to capture runoff from undisturbed areas

and conveythis runoff to and through Dugout Creek or Pace Creek. Details regarding the design and

construction of these channels are provided in Section 760 of this M&RP.

As noted on Plate 5-5, slopes adjacent to the reclaimed Dugout Creek have typically been designed

with a grade of 2H:1V. These slopes are generally shallower than the natural slopes adjacent to the

creek both up- and downstream from the disturbed area (where natural slopes on the hillsides

adjacent to the stream are typically 1 .5H:1V or steeper). Hence, access to the stream bywildlife and

livestock under post-mining conditions should not be hindered within the reclaimed area.

Attempts to reduce the post-reclamation slopes entering the steam channel were not fruitful since

reducing the slopes would result in increased cut quantities which would require off-site disposal.

Furthermore, since the reclaimed slopes will generally be less than the natural slopes both up- and

downstream from the disturbed area, a further reduction was not considered necessary to support

post-mining wildlife and livestock usage of the area.

Sedimentation Pond Removal and Interim Sediment Control. Prior to the start of reclamation

activities, temporary silt fences will be emplaced in the stream channel perpendicular to the flow

direction in accordance with Figure 5-4. A minimum of four such silt fences will be installed in the
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Sediment-control measures were implemented during the relocation of the west fork of Dugout
Creek. These measures will include installation of three straw-bale dikes and/or reinforced silt
fences in appropriate locations within the creek channel below the relocation site to minimize
potential contributions of sediment to Dugout Creek. The straw-bale dikes/silt fences will remain
in-place until channel relocation and pad construction is completed.

Pace Canyon Fan Portal Facilities
The entire site is an ASCA area. Sediment from the site will be controlled by a cornbination of
contemporaneous reclamation, revegetation, gravel, and the use of a sediment trap. Plate Figure
7 -12E identifies the various alternative sediment control methods that will be used and where the
methods will be implemented. Otherthan the realigned road and a small areaon the outslope of
the sediment trap embankment the entire sitewill drain to the sediment trap. Although calculations
in Appendix 7-12, Attachment 2 demonstrate that the contemporaneous reclamation, gravel, and
revegetation will reduce the sediment yield to less than pre-mining conditions a sediment trap was
constructed to contain sediment generated by the site.

Sedimentation Ponds. A single sedimentation pond has been designed for the Dugout Canyon
Mine facilities. The sedimentation pond is located in the southwest corner of the disturbed area.
This pond will function individually.

The sedimentation pond will be located as near as possible to the disturbed areas as indicated on
Plates 7-4 and 7-5. The pond will not be located within a perennial stream channel.

Design. Construction. and Maintenance

Sediment Storage Volume. The sedimentation pond has been designed to control sediment
from disturbed and undisturbed areas. The disturbed area contributing runoff to the sedimentation
pond contains 16.9 acres from watersheds DWS-1 through DWS-7 (portions of which will be
undisturbed or contemporaneously reclaimed - see Appendix 7-9). The undisturbed area
contributing runoff to the sedimentation pond contains 33.7 acres from watersheds WS-1 , -3, -5,
-6, -7, -8, -9a, and -1 1. Refer to Plates 7-7 and 7-8 for a delineation of watershed boundaries.
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structures have been located to minimize downstream sedimentation and flooding. Diversion
ditches and culverts for all roads are described in Section 732.300.

A generic cross section showing a typical diversion ditch adjacent to a road is provided in Figure 5-
1 . This cross section is typical of the ditches to be installed at the Dugout Canyon Mine. As noted
in Table 7-8, each of the ditches to be installed at the site will have positive freeboard when flowing
at the design rate. Hence, the ditches have been designed to avoid spreading of water on the
adjacent roads during the design event.

Primary Roads. The location of primary roads is discussed in Section 527 andpresented on Plate
5-2 of this M&RP. The county road which accesses the mine site will be located by Carbon County,
where practical, along the alignment of the existing dirt road to minimize erosion and be on stable
ground. The access road will not ford Dugout Creek. However, prior
to entering the disturbed area, the county road will cross Dugout Creek using a 10'diametercircular
corrugated metal pipe culvert with headwalls. As this culvert is located outside the disturbed area
boundary and part of the county road, design of this structure was handled by Carbon County.
Within the disturbed area, Dugout Creek will be diverted through culverts UC-s and UC-6 to prevent
uncontrolled sediment from reaching the stream and to allow for efficient use of the site. A riprap-
lined energy dissipater will be constructed downstream from the outlet of culvert UC-6 to withstand
the peak flow from a 1 OO-year, 6-hour storm event. Calculations regarding the design of the energy
dissipater can be found in Appendix 7-9.

The drainage control system forthe primary roads within the permit area includes diversion ditches
and culverts. Except for culverts UC-S and UC-6, the diversions will adequately pass the peak
runoff from the 1O-year, 24-hour precipitation event. Culverts UC-6 and UC-S have been designed
to convey the peak flow resulting from the 10O-year, 6-hour precipitation event. Culverts will be
constructed to avoid plugging or collapse and erosion at the inlet or outlet. Drainage details for the
access road are presented in Section732.300.

Pace Ganyon Road

Runoff and erosion on the road will be controlled by the use of water bars. The water bars divert
runoff from the road before an erosive volume of water can accumulate. Four water bars will be
placed approximately 200 feet apart on the road. The water bars were placed as shown on Figure
7-124. The first water bar will be placed approximately 5 feet upgradient of the start of the realigned
road to prevent any runoff rom the existing road from flowing onto the road. The other three water
bars will divert any runoff that has fallen on the realigned road off the road into well vegetated areas.
Due to the berm running parallel to the road only precipitation falling directly on the realigned road
could impact the road. Therefore, very little runoff is expected to be generated. The little runoff
generated by the realigned road will be controlled by the water bars.
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A sediment trap was constructed in association with the Pace Canyon Fan Portal site.
Contemporaneous reclamation and gravel should adequately control sediment at the site, with the
sediment trap providing an extra measure of protection. Details regarding this sediment trap can
be found in Appendix7-12.

752.100 Siftation Structures and Diversions

Siltation structures and diversionswill be located, maintained, constructed and reclaimed according
to plans and designs presented in Sections 732,742, and 763 of this M&RP.

752.200 Road Drainage

All roads will be located, designed, constructed, reconstructed, used, maintained and reclaimed
according to plans and designs presented in Sections 732.400,742.400, and 762of this M&RP.
All roads have been designed to:

Control or prevent erosion, siltation and the air pollution attendant to erosion by
vegetating or otherwise stabilizing all exposed surfaces in accordance with current,
prudent engineering practices;
Control or prevent additional contributions of suspended solids to stream flow or
runoff outside the permit area;
Neither cause nor contribute to, dlrectly or indirectly, the violation of effluent
standards given under Section 751:,
Minimize the diminution to or degradation of the quality or quantity of surface- and
groundwater systems; and
Refrain from significantly altering the normal flow of water in streambeds or drainage
channels.

753 lmpoundments and Discharge Structures

lmpoundments and discharge structures will be located, maintained, constructed and reclaimed as
described in Sections 733, 734,743,745, and 760 of this M&RP.

754 Disposal of Excess Spoil, Goal Mine Waste and Noncoal Mine Waste

Disposal areas for coal mine waste and noncoal mine waste will be located, maintained,
constructed and reclaimed as described in Sections 736, 737 ,746,747 ,760 and Chapter 5 of this
M&RP.

755 Casing and Sealing of Wells

All weflswill be managed as described in Sections 551, 748and 765 of this M&RP.
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This appendix gives details regarding the drainage and sediment controls at the Pace Canyon Fan
Portal Site. Sections of Chapter 7 of the M&RP that would require significant revisions or additions
related to the Pace Canyon Fan Portal Site have been recreated in this appendix to minimize
confusion between the Dugout Canyon Site and the Pace Canyon Fan Portal Site. To aid in review
the same numbering system used in Chapter 7 has been used in this appendix. Chapter 7 of the
M&RP should be referred to for any sections not included in this appendix.

732 Sediment Gontrol Measures

The sediment control measures for the Pace Canyon Fan Portal Area were designed to prevent
additional contributions of sediment to streamflow or to runoff outside the permit area. In addition,
they have been designed to meet applicable effluent limitations, and minimize erosion to the extent
possible.

The structures used for the runoff-control plan for the area include disturbed and undisturbed area
diversion channels, a sediment trap, containment berms, silt fences, and road diversions and
culverts.

732.100 Siltation Structures

The siltation structure within the disturbed area is a sediment trap as described in Sectio n732.200.

732.200 Sedimentation Ponds

There are no sediment ponds at the fan portal site; instead there is a single sediment trap located
at the south end of the disturbed area and a sediment basin at the north end of the disturbed area.
Detalfs regarding the sediment trap design are presented in Section742.200 of this appendix.

Sediment accumulation will be removed periodically as needed. A large sediment load to the
sediment trap and the sediment basin is not anticipated since Alternate Sediment Control Measures
("ASCM") are being used at the site. Alternate sediment control calculations are included in this
appendix that demonstrate that the sediment yield from the site will be less than before the site was
built. Thus, the sediment trap and sediment basin are not expected to accumulate a large volume
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of sediment. The sediment wlll be disposed of at the approved waste rock disposal sites as
described in Chapter 5, Section 520 of this M&RP.

The sediment trap and basin are within the disturbed area boundary and are subject to final
reclamation. The areas are included in the calculation of the disturbed areasubject to bonding and
in the calculation of final reclamation costs.

Compliance Requirements. The sediment trap and basin will be maintained until removal in
accordance with the reclamation plan (see Section 540 of this M&RP). When the trap and basin
are removed, the land will be revegetated in accordancewith the reclamation plan defined in Section
540.

The sediment trap and basin were constructed to contain all of the runoff from the 10-year, 24-hour
storm event. The spillwayfor the sediment trap will easily pass the peak flow resulting from the 25-
year, 6-hour precipitation event.

MSHA Requirements. MSHA requirements defined in 30 CFR 77.216 are not applicable since
neither the sediment trap nor the sediment basin will impound water or sediment to an elevation of
20 feet or more above the upstream toe of the structure. The trap and basin will also store volumes
of less than 20 acre-feet.

732.300 Diversions

The objective of the runoff control plan is to isolate, to the maximum degree possibte, runoff from
disturbed areas from that of undisturbed areas. This is accomplished by:

Maintaining a stream buffer zone;

Routing runoff from the adjacent undisturbed areas above the facilities through
culverts and diversion ditches where feasible to bypass the disturbed area; and

Routing any runoff from undisturbed areas which enters the disturbed areainto the
sediment control system.

Mining and Reclamation Plan
September 11, 2006
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The location of each diversion ditch or culvert for the site is presented on Figure 7-12A. Larger
watersheds contributing to these structures are noted on FigureT-128. Details regarding design
of the diversions are presented in this appendix. A brief list of the diversion structures follows:

Diversion Ditches:

Interception ditch PCUD-1 above the generators and fan structure collects runoff
from adjacent undisturbed watershed and directs the runoff into a tributary of Pace
Creek.

Disturbed drainage ditch PCD-1 is located upstream from the sediment trap. The
majority of runoff from the site will reach the sediment trap by sheet flow. This ditch
will collect the sheet flow and safely convey the runoff into the sediment trap.

Diversion Culverts:

Culverts PCUC-1 , 2 and 3 all divert undisturbed runoff around the disturbed area.

Culvert PCDC-1 conveys runoff in excess of the sediment trap's capacity to a
tributary of Pace Creek. This culvert is the sediment trap's spillway.

Diversion ditches will be maintained with adequate erosion protection in the ditch sections where
flow velocities are predicted to require protection. Adequate ditch capacities will be maintained.
Debris will be removed from the culverts and outlets will be protected with riprap where deemed
necessary. Detailed diversion designs are presented in Attachment 1 of this appendix.

732.400 Road Drainage

Road drainage facilities incf ude a water bar to divert road runoff into the adjacent drainage just above
the site and two culverts to divert runoff from undisturbed drainages under the road. Additional
water bars are located on the road adjacent to the facilities (Figure 7-12A). Drainage from the
realigned BLM road is treated the same as the rest of the road. A berm directs runoff from the fan
portal site into the sediment trap.

Mining and Reclamation Plan
September 11, 2006
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Road drainage diversions and culverts will be maintained and repaired, as needed, following major
storm events.

733 lmpoundments

733.100 General Plans

There is a single sediment trap and a sediment basin operating at the site as described in Section
732.200. The sediment trap topography and cross sections are presented on Figur e7 -12C, while
topography and cross sections associated with the sediment basin are presented on Figur e7 -12D .
Design information for these structures is presented in Attachment 1 of this appendix.

Certification. All maps and cross sections of the sedimentation trap have been prepared by or
under the direction of, and certified by a qualified, registered, professional engineer.

Maps and Gross Sections. The topography and cross sections for the sediment trap and basin
are provided on Figures 7-1 2C andT-12D.

Narrative. A description of the sediment trap and the sediment basin is presented in Sections
732.200 and 742 of this appendix.

Subsidence Survey Results. No underground coal mining will occur beneath the proposed
sediment trap or basin. Therefore, there will be no effects on these structures from subsidence.

Hydrologic lmpact. The hydrologic and geologic information required to assess the hydrologic
impacts of the proposed sediment trap and basin are presented in Section724and Chapter 6 of this
M&RP, respectively.

Design Plans and Gonstruction Schedule. There are no additional structures proposed for the
mining operation at the Fan Portal site.

Mining and Reclamation Plan
September 11, 2006
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733.200 Permanent and Temporary lmpoundments

Requirements. The sediment trap and basin have been designed using current, prudent
engineering practices.

Permanent lmpoundments. There are no permanent impoundment structures proposed for use
in mining and reclamation operations within the disturbed and adjacent areas.

Temporary lmpoundments. The sediment trap and basin are considered to be temporary
impoundments at the fan portal site as part of coal mining and reclamation operations.

Hazard Notifications. The sediment trap and basin will be examined for structural weakness and
erosion and if a potential hazard to the public exists the Division will be promptly informed. A plan
will be formulated to mitigate the hazard associated with the sediment trap.

740 DESIGN CRITERIA AND PLANS

741 General Requirements

This appendix includes site-specific plans that incorporate minimum design criteria for the control
of drainage from disturbed and undisturbed areas associated with the Pace Canyon Fan Portal Site.

742 Sediment Gontrol Measures

74210A General Requirements

Design. Sediment-control measures were designed to provide the following:

Prevent additional contributions of sediment to stream flow or to runoff outside the
permit area;

Meet the effluent limitations defined in SectionTSl; and

Minimize erosion to the extent possible.
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Measures and Methods. The sediment control measures at the site include practices carried out
within and adjacent to the disturbed area, Sediment control methods include:

Retention of sediment within the disturbed area;

Diversion of runoff away from the disturbed area;

Diversion of runoff using channels or culverts through disturbed areas to prevent
additional erosion;

Provision of siltfences, riprap, contemporaneous revegetation, vegetative sediment
filters, a sediment trap, and other measures that reduce overland flow velocities,
reduce runoff volumes or trap sediment; and

Treatment of mine drainage in underground sumps.

7 42.200 Siltation Structures

General Requirements. Additional contributions of suspended solids and sediment to stream flow
or runoff outside the permit area will be prevented to the extent possible using alternate sediment
control measures, including a sediment trap and a sediment basin. The sediment trap and other
associated structures have been certified by a qualified registered professional engineer.

The sediment trap was designed and constructed and will be maintained as described in Chapter
5 and Sections 733 and 743 of this appendix.

As shown on Figure 7-12E, three types of alternate sediment control are used in addition to the
sediment trap and sediment basin. In areas that will not be disturbed in the future and which have
2:1 slope or flatter the area was deep gouged, mulched, and hydroseeded. These areas include
the topsoil stockpiles and their 2H:1V slopes even though there is also a full containment berm
around the northern stockpile. This is the same sediment control method that has been used during
final reclamation of many sites with great success. The areas that may be disturbed during
operation, such as the sediment trap area, and areas of very steep slopes have been mulched and
hydroseeded. Finally, the operational areas and areas prevented from being vegetated by MSHA
requirements are covered by gravel or riprap. The gravel used was 2-inch minus gravel. In
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Attachment 2 of this appendix alternate sediment control calculations have been made to
demonstrate that the above three methods reduce the operational sediment yield of the site to less
than the pre-mining sediment yield. Thus, the alternate sediment control measures sufficiently
control sediment yield without the use of a sedimentation pond.

Sedimentation Ponds. A single sediment trap and a sediment basin have been constructed at the
site. The sediment trap is located in the southwest cornerof the disturbed area, while the sediment
basin is located in the northeast corner of the site.

Design. Construction. and Maintenance

Sediment Storage Volume. The sediment trap was designed to control sediment from
disturbed and undisturbed areas. The areacontributing runoff to the sediment trap contains 3.09
acres from watershed PCWS-1 (portions of which are undisturbed or contemporaneously
reclaimed) and the south soil stockpile. The sediment load of the runoff flowing into the sediment
trap will be less than if an equal amount of runoff from an undisturbed area flowed into the sediment
trap (see Attachment 2 of this appendix). Thus, sediment is expected to accumulate slowly.
However, sediment will be removed when accumulated sediment fills up approximately half of the
sediment trap's capacity.

Detention Time. The combination of the altemate sediment control measures and sediment
trap should allow any effluent to meet UPDES and 40 CFR Part 434 limitations.

Design Event. The sediment trap was constructed to contain all ofthe runoff resulting from
the 1O-year, 24-hour precipitation event before runoff flows out the spillway. The sediment trap can
hold all of the 1O-year, 24-hour precipitation event even if the spillway is plugged.

Sediment lrap Description. Watershed PCWS-1 defines the areathat flows to the sediment
trap (see Figure 7-12A). This watershed includes both disturbed and undisturbed areas.

The curve numbers used to determine the runoff volumes were based on information presented in
Attachment 1 of this appendix. The area weighted average curve number for PCWS-1 was
estimated to be 79. Refer to Table 7-12Afor a list of all disturbed and undisturbed watershed areas
associated with the site.

Mining and Reclamation Plan
September 11, 2006
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The storm runoff volume to the sediment trap resulting from the 1 0-year, 24-hour storm event was
caf culated to be 5530 cubicfeet (0.13 acre-foot). The calculations, presented in Attachment 1 are
based on hydrologic design methods described in Appendix 7 -10 (Hydrologic Design). The capacity
of the sedimenttrap is 5714 cubicfeet (0.13 acre-foot), slightlylargerthan the anticipated runoff
during the design event (see Table 7-128).

The spillway on the sediment trap was set at an elevation of 6991.0 and consists of an 18-inch
diameter riser and barrel CMP. As calculations in Attachment 1 demonstrate, this spillway can
easif y pass the runoff from a25-year 6-hour storm event. From the final analysis of the 2S-year, 6-
hour storm event, the maximum inflow rate to the sediment trap from storm runoff under design
conditions was calculated to be 0.97 cubic foot per second (cfs). Although the sediment trap will
reduce the peak outflow, the same flow of 0.97 cfs was used to design the spillway. The spillway
has a maximum capacity of 5.5 cfs without generating a headwater. The top of the sediment trap
embankment is approximately 2 feet above the inlet elevation for the spillway. Therefore, the trap
has been designed with adequate freeboard. The spillway outlet is protected by the placement of
Dso = 9 inch riprap, which is adequately protective of erosion.

TABLE 7.124
SUMMARY OF WATERSHED DATA

TABLE 7-128
STAGE-CAPACITY CURVE FOR THE SEDIMENT TRAP

Mining and Reclamation Plan
September 11, 2006

Watershed(') Curve Number Area (acres)

Time of Concentration

(hours)

PCWS.1 79 3.09 0.0395

PCWS.2 80 2.55 0.038

PCWS-3 80 37.42 0.126

PCWS.4 80 149.3 0.235

Topsoil (North) 80 0.09 0.010
See Fig ure s 7 -1 2A and 7 -1 28 for watershed boundaries
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ELEVATTON (FT) AREA (FT,) INCREMENTAL

voLUME (FT3)
CUMULATIVE

VOLUME (FT3)

6,986 13 .3 0

6,987 379.9 1 96.1 1 96.1

6,989 569.9 474.4 670.5

6,989 760.0 665.0 1335.5

6,990 919.4 839.7 2175.2

6,991 1088.2 1003.8 3179.0

6,992 1268.0 1178.1 4357.1

6,993 1446.7 1357.4 5714.5

Sediment lrap Dewatering Device. The primary spillway will be the outlet for stormwater
in the sediment trap. Water will be discharged from the pond in accordance w1h UPDES
guidel ines.

Sediment lrap Short Circuiting. Short circuiting may occur if the storage capacity of the
sediment trap is exceeded. However, the afternate sediment control measures will adequately
control the sediment yield from the site. The sediment trap will still provide sediment control beyond
what is required.

Sediment lrap Sediment Removal. Sediment removal from the sediment trap witl occur
when the sediment level reaches approximately S}o/oof the sediment trap's storage capacity. This
correspondstoanapproximateelevationof6gg0.Tor0.3footbelowthespillwayinletelevation. The
sediment removed from the sediment trap will be transported and disposed of as discussed in
Chapter5, and ChapterT, Section732.200of this M&RP. Waterthatmeetsthequalitystandards
set forth in the UPDES permit will be discharged to Pace Creek before sediment cleanout begins.
Water not meeting the standards will be used for dust suppression within the disturbed area or on
mine roadways.

Sediment lrap Excessive Settlement. The majority of the sediment trap was excavated
from native undisturbed material or from under the existing road, thereby making settlement highly
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unlikely. That portion of the embankment which was constructed was compacted in a manner to
minimize settlement.

Sediment lrap Embankment Material. During construction of the sedimenttrap, the material
used in the embankment was inspected to ensure the materialwas free of sod, large roots, frozen
soil, and acid- or toxic forming coal-processing waste.

Sediment lrap Compaction. The sediment trap was primarily excavated out of native
undisturbed ground, thereby eliminating the need for additional compaction. That portion of the
embankrnent constructed was compacted to a minimum dry density as determined by ASTM
D1557.

Sediment Basin Description. The watershed draining to the sediment basin consists of the
bermed area surrounding the north topsoil stockpile (see Figure 7-12A). This area has been
reclaimed, with an estimated curve number of 80.

The storm runoff volume to the sediment basin resulting from the 10-year, 24-hour storm eventwas
caf culated to be 174 cubicfeet (0.004 acre-foot). The capacityof the sediment basin is 310 cubic
feet (0.007 acre-foot), nearly twice as large as the anticipated runoff during the design event (see
Table 7 -12C). Given its small size, the sediment basin is designed as a total containment structure
without an overflow device.

TABLE 7.12C
STAGE.CAPACITY CURVE FOR THE SEDIMENT BASIN

Mining and Reclamation Plan
September 11, 2006

ELEVATTON (FT) AREA (F1") INCREMENTAL
VOLUME (FT3)

CUMULATIVE
voLUME (FT3)

7 ,021 0 0

7,022 71 .8 28.7 28.7

7,023 1 38 .1 105.0 133.7

7,024 214.6 176.4 31 0 .1
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Sediment Basin Dewatering Device. Given its small size, the sediment basin was
constructed without an overflow device. Any water discharged from this structure will be pumped
in accordance with UPDES guidelines.

Sediment Basin Short Circuiting. Short circuiting will not occur since the basin is
constructed as a non-discharging structure.

Sediment Basin Sediment Removal. Sediment removal from the sediment basin will occur
when the sediment level reaches approximately slo/oof the sediment basin's storage capacity. This
corresponds to an approximate elevation of 7023.2orabout 0.8 foot belowthe top of the basin. The
sediment removed from the basin will be transported and disposed of as discussed in Chapter 5,
and Chapter 7, Section732.200 of this M&RP. Waterthat meets the quality standards set forth in
the UPDES permit will be discharged to Pace Creek before sediment cleanout begins. Water not
meeting the standards will be used for dust suppression within the disturbed area or on mine
roadways.

Sediment Basin Excessive Settlement. The sediment basin embankmentwas compacted
in a manner to minimize settlement.

Sediment Basrn Embankment Material. During construction of the sediment basin, the
material used in the embankment was inspected to ensure the material was free of sod, large roots,
frozen soil, and acid- or toxic forming coal-processing waste.

Sediment Basrn Compaction. The sediment basin was compacted to a minimum dry
density as determined byASTM D1557.

MSHA Sediment Ponds. MSHA requirements defined in 30 CFR 77 .216 are not applicable
at this site. Refer to Section732.2A0.

Other Treatment Facilities. There are no other treatment facilities within the mine permit area.

Exemptions. No exemptions are being proposed at this time.

Mining and Reclamation Plan
September 11, 2006
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742.300 Diversions

General Requirements. The diversions within the permit area consist of drainage ditches and
culverts. All diversions within the permit area were designed and constructed to minimize adverse
impacts to the hydrologic balance, to prevent material damage outside the permit area, and to
assure the safety of the public.

All diversions and diversion structures were constructed and will be maintained and used to:

Be stable;

Provide protection against flooding and resuttant damage to life and property;

Prevent, to the extent possible, additional contributions of suspended solids to stream flow
outside the permit area; and

Comply with all applicable local, state, and federal laws and regulations.

All diversions within the disturbed area will be removed when no longer needed. The diversions will
be reclaimed in accordance with the reclamation plan defined in Chapter 5.

Peak discharge rates from the undisturbed and disturbed area drainages within the area were
calculated for use in designing diversion ditches and culverts. The storm runoff calculations for the
temporary diversion structures were based on the 1 O-year, 6-hour precipitation event of 1 .35 inches.

Curve numbers were based on those defined in Attachment 1 of this appendix and professional
judgement. A description of the methods used to determine the peak discharge rates is presented
in Appendix 7-10 of this M&RP.

The disturbed and undisturbed drainage areas within and above the facilities area are presented on
Figures 7-12A and 7-128. A summary of the characteristics of watersheds contributing to the
diversions is presented in Table 7-12A.

Af f diversions constructed as part of this project are presented on Figure 7-12A. The minimum
capacityand freeboard of each diversion ditch and culvertwas determined based on the minimum
ditch slope. The maximum velocity and need for a channel lining or outlet protection was calculated

Mining and Reclamation Plan
September 11, 2006
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based on the maximum ditch or culvert slope. Slopes were measured from a aerial topography
generated with a 1 foot contour interval. A description of the methods used to determine diversion
capacities, flow velocities, and riprap sizes is presented in Attachment 1 of this appendix. All
diversion calculations are presented in Attachment 1 of this appendix.

Diversion of Perennial and Intermittent Streams. No perennial streams are diverted at this site.
The 36-inch culvert PCUC-2 wif l divert the runoff from the intermittent stream south of the portal.
The 36-inch culvert PCUC-3 will divert runoff from the intermittent stream north of the site. The
design calculations for both culverts can be found in Attachment 1 of this appendix. At the inlet of
culvert PCUC-2 a series of vertical posts were constructed to prevent trash/debris from entering
the culvert. The posts were placed in a zigzagged pattern above the inlet.

Diversion of Miscellaneous Flows. Diversion ditches and culverts were utilized within the fan
portal area to divert miscellaneous flows from disturbed and undisturbed area drainages.

Diversion Ditches. A summary table of the minimum channel geometry, channel slope, peak
discharge, minimum riprap requirements, maximum flow velocity and minimum freeboard values
for each diversion ditch within the facilities area is presented in Table 7-12D. All calculations are
contained in Attachment 1 of this appendix. Each ditch has adequate capacity and erosion
protection to safely pass the peak flow resulting from the 1O-year, 6-hour precipitation event. A
description of the diversion ditches within the facilities area is presented in Section 732.300 of this
appendix.

Diversion Culverts. A summary table of the culvert size, slope, peak discharge, outlet riprap, and
outfet flow velocity for each culvert within the facilities area is presented in Table 7-12E.
Calculations are contained in Attachment 1 of this Appendix. Culverts were designed to convey the
peak runoff resulting from the 1O-year, 6-hour precipitation event. A description of the diversion
culverts within the facifities area is presented in Section732.300 of this appendix.

Diversion Berms. Berms were installed at the site primarily to meet MSHA requirements for safety
concerns adjacent to slopes. However, these berms may also locally convey runoff from higher-
elevation pads to lower-elevation pads, where it will be conveyed via diversion ditches to the
sediment trap. As a result, calculations concerning the hydraulic characteristics of these berms are
provided in Attachment 1 of this appendix.

Mining and Reclamation Plan
September 11, 2006
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TABLE 7.12D
SUMMARY OF DIVERSION DITCHES

(") Peak discharge resulting from the 1O-year, 6-hour precipitation event.

Note: Constructed dimensions of the ditches may vary. However, an adequate cross section will be maintained
to ensure that the ditches have adequate hydraulic capacity.

TABLE 7.12E
SUMMARY OF DIVERSION CULVERTS

Peak discharge resulting from the 1O-year, 6-hour precipitation event except culverts PCDC-1 (designed for
the peak discharge resulting from the 2}-year,6-hour event).

Culvert discharges onto natural cobbles and boulders, providing additional erosion protection, even though
riprap is not required at the outlet.

Discharges directly into stream channel. Will periodically monitor the discharge tocation for erosion.

(a)

Diversion

Minimum

Bottom

width (ft)

Minimum
Top

width (ft)

Minimum

Depth
(ft)

Side

Slopes

(H:V)

Minimum

Slope

(%l

Maximum

Slope

(%l

Peak

Flo#')
(cfs)

Required
Riprap

Duo (in)

Minimum

Freeboard
(ft)

PCUD-1 0 4.25 0.6 2.2:1 1 . 7 5.0 0.25 none 0.44

PCD.1 2.0 6.0 1 . 1 1 . 8 : 1 6.4 66.7 0.51 none 1 . 0

Diversion Culvert Diameter
(in)

Material Inlet Type
Outlet
Slope
(Yo)

Peak
Flow(")
(cfs)

Outlet
Riprap Duo

(in)

PCUC-1 18 CMP Projecting 7.9 0.49 none(b)

PCUC-2 36 CMP Mitered 10.7 5.96 I

PCUC-3 36 CMP Mitered 2.5 19.05 9-12

PCDC-1 18 CMP Riser 24.2 0.97 I

Mine Water
Discharge Culvert

6 HDPE NA 28.2 0.70 (c)

7-12-14



Canyon Fuel Company, LLC
SCM/Dugout Canyon Mine

Mining and Reclamation Plan
September 11, 2006Appendix 7 -12

742.400 Road Drainage

All Roads. The BLM road was realigned as shown on Plate PC5-2, in Appendix 5-10. The road will
be maintained as the rest of the road above and below the realigned segment.

743 lmpoundments

All pertinent information regarding the sediment trap and sediment basin is presented in Sections
732.200 and 742.200 of this appendix.

7 44 Discharge Structures

The discharge structures within the permit area consist of the spillway on the sediment trap and a
discharge line from the underground workings. The spillway on the sediment trap adequately
passes the peak discharge from the 25-year, 6-hour precipitation event. Detailed information
concerning the sediment trap is presented in Sections 732.200 and742.200 of this appendix.

The spillway on the sediment trap consists of an 18-inch diameter CMP. The spillway discharges
to a trib-utary of Pace Creek. The design calculations for the spillway are presented in Attachment
1 of this appendix. The spillway details are presented on FigureT-12C.

7 44.100 Erosion Protection

The only discharge structure associated with an impoundment is the spillway from the sediment
trap. The flow velocity at the spillway outlet under peak flow conditions is 7.40 fps. This velocity is
considered to be erosive. Therefore, riprap with I Dso of 9 inches (minimum) was installed at the
culvert outlet. The calculations forthe spillwayoutlet are presented in Attachment 1 of this appendix.

7 44.200 Design Standards

Discharge structures within the disturbed area were designed and constructed according to
standard engineering procedures.
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APPENDIXT-12
ATTACHMENT 1

Hydrology Calculations
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Pace Canyon Portal Site
As-Built Hydrology Evaluation

Rainfall Depth (from NOAA Atlas 2: Voh'me VI - Utah)

10-yr 6-h 1.35 in
10-yr 24-br 1.95 in
25-yr 6-hr 1.65 in
25-yr 24-tu 2.35 in :

100-yr 6-hr 2.05 in

Curve Numbers

The curve ntrmbers were determined by ssplining vegetation" hydrologic soil
group, vegetation density, vegetation condition, and field observation.

The vegetation type of the undisflrbed watersheds draining toward the Pace
Canyon Portal is identified as mixed conifer with a dominant Pinyon-Jt'niper and
Douglas for overstory (see Plate 3-1 and Appendix 3-4 of the approved MRP).

Plate 2-l of the approved MRP identifies two soil types in the associated
watersheds: map unit 96 @ock outcrop Rubbleland Troversilla complex) and map
rrnit g+ (Podo-Rock outcrop complex 50-70 percent slope). The soil survey of
Carbon Areq Utah (1988) identifies the Hydrologic Soil Group as D for these soils.

Field observation indicates that the drainages on either side of the portal area
do not flow for smaller storm events.

A general description of the vegetation type indicates a cover density between
60-70% which indicates a fair hydrologic condition.

Based on ttrese observations and data the curve number for the undisturbed
drainage area was assumed to be 80 (see page 3).

During the operational period there will be also be reclaimed areas and
graveled pads and roads.

The curve number for reclaimed area was assumed to be 80, except in the area
of the southern soil stockpile which will be treated with the deep gouging method.
Runoff from the deep gouged area will be extremely limited. Hence, a curve
number of 60 was assumed for this area.

Four watersheds have been identified. Three of the four watersheds are
upgradient of the disturbed area and do not contain distr.ubed areas related to the
portal constnrction.

The curve number for distubed, unreclaimed areas was assumed to be 89, as
indicated on page 4. The combined curve number for the distubed drainage area
was determined by using an area weighted average, with watershed areas
determined from Figr,ues 7 -l2A and 7 -128.



p*orEcr AC- fr1/" /7 ,our J- *-
EARTHFAX ENGINEERING, INC.

ENGINEERS / SCIENTISTS
cotfpurED olrie 07'06"06

"r."*.o ft oon 6 J<( ana

Curve number sunmary:

Area (Acre) CN
Deep Gouged 0.55 60
Reclaimed Area 0.45 80
Undisturbed Area 1.38 80
Disturbed Area 0.71 89
Total 3.09

CN=
(0.55 * 60) + (0.45 * 80) + (1.38 * 80) + (0.71 * 89)=79

3.09

The north soil stockpile was treated as a separate watershed with the berm
around the stockpile being the watershed boundary. The pile was seeded. The
same curye number for a reclaimed areawill be assuned i.e. CN:80.
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Chapter 2 EstimatingRunoff Tecturical Belease 66

Urban fiydmlogy for Smalt Watershed's

Tabhe 2-2d Rrmoff ctrnrc nnmbers for arid and semiarid rangelands J
-

Cover description
i

' Curve nurnbers for
hYdrologic soil grouP

Hydrclogic
condition ? A VCovertlpe

-

Ilerbaceous-mixture of grass, weeds, and
tcm-growing brustr, with brush the
minor element ' :

Oak-a,spen-mountaln bnrsh mixture of oak bnrsh'
asper\ rnountain matrogany, bitter bnsfL maplei
and otherbnsh.

Pjnyon:j uniper-pinyo& juniBer, o: bottq
grass understorY.

Sagebn:sh with grass mderstorY.

.

Desert struU-rna,i or plants include saltbuslti
gleasereoo4 creosotebusl\ blaclbrush bu4sage'

oalo verde. mesouite. and cacfiE

Poor
Fatu .
Good

Poor
Fair
Good

Poor
Fair
Ggod

Poor.
Fair

Good

(210.\|I.TR66, Second Ed., Jrme 1986)

9g
89
86

79
63
I

87
81
74

Poor
Feif
Gbod

8 6 '
70
DD

88
86

u

85
81
7g

80
7L
62

66
48
30'

16
58
4L

67
61
36

77
72

68

74
67
4L.

86
79
61

80
.68
a

89q

Average runoff conditiorl and L = 0.2S. For nnge in hrmrid re$oru, use table %2c'

Poon <3096 grormd cover (lltter,.gr8!ls' andbnrsh ov€trstory).
Fain Soto Tog6gptrrtdcover'
Good: > Twogfourtd coger.

s G\rve numbers for gloup A tuve been developed only'for desdrt shnrll.

Sou.ca I U. S,

2-8



r{

9 .2

Table 9.l.--Rrmoff cunre urmbers for hydrologic soll-cover corpleuces
' 

(lnteced.ent molstr:re eoaclitlog E, a^nd I" ='0.2 S)

Cover
La,nd. use [reatmeot Eydrologic

or praetice condition
Eyd.rologic sojJ. group

A B C D

Bor crops

$ma]1
cr-o Jn
F - 3 5

' Ib,lJorr

PaBture
or ralxge

Mead,ow

Wood.E

Stralgbt row --:-

It 
Poor

It C'ood,
Contor:reci Poor

Good
Italld' terraced, Poor.
'' rt . '$ 

crood.

Straigbt ro$ Poor
Good.

Cmtorrred. Poor
Good, -rrand. te:raced. Poor

77 85 9L 9t+

Tz. &- 88 gL
6t TB 8, 8g
70 , .79 th 88
65 ' 7r: $2 85
66 7\ 80 82
627] .7881

65 76 8ll 88
6, E 85 8r
61 ?l 8a 8,
6r T5 &1 A+
61 72 79 8a
,9 ?o 78 81'Goocl'

Close-eeeded, Stratght rb!,r 
' 

Pbor
t-egunes !/ 

rt Good.
or : Contonrqd.' Poor

. roi;atlon rr Good,
mead.oq' trand. te:rlaced. Poor.

Haria' temaced Good

.  65  n  8J '8g
58 72 81, I5
54 7J 8r' I5
,j 6g T8 8,
6, T5' . 80 8,

. 5t_ 67 TE 80

TL 78
.

77 8r"
T5 79
70n

82 86

878
w9?^

58 79 86 8g
t+g 6g 79 8l+
,9 61 7\ 80
l+? 6T 81 88
2' )g 75 

"' .85

6 ij ?o -79
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Watershed
Area a

Drainage
Area (acre)

Curve
Number

S (in) Y
(%)

I (ft) L
(hr)

Time
of
Conc.
ftr)

Peak
(cfs)

Flow

PCWS.1 3.09 79 2.66 0.039s0.51
PCWS-2 2.55 80 2.50 70.9 535 0.023 0.038 0.49
PCWS-3 37.42 80 2.50 70.4 2377 0.076 0.126 5.96
PCWS-4 149.3 80 2.50 s7.7 4563 0 .141 0.235 19.05

Notes
Watershed locations can be for:nd on Figur es 7 -tzA and 7 -l2B

s = looo - to
CN

Y = average watershed slope :(length of contour lines)(contour interval)(watershed area)
/ = hydraulic length

L --watershed las : 
(lo 8 (s + t)9 ? 

)---e 
(19ooro, )

Time of Concenfiation : L.67L
Peak Flow is based on a 10-yr 6-hr storm event (calculations can be found on page 7 -
10)

The methodology for calculating PCWS-1 time of concentration is base on the Upland
method. Calculating the travel time (Tt) for each type of upland flow and summing atl of
the travel times will equal the Tc in the watershed ouflet (see page 6).

trt I
- . 3' 3600v
Where T, =Travel time in ho'rs

/ = hydraulic length in feet
V = veLocity in feet per second

PCWS- I Slope in Percent and Velocity in feet per seconds

Undisturbed Area: s = (tloot- -lgaort'l x ro0% = 75oh
t 3r8ft )

Assune: Short Grass Pasture (Overland Flow)
From Figure L5.2 (page 6) Velocity : 6 ff/s

Recraimed Area: g =(naofr. - lozofr)" r00% = B3vo
\- 48ft )

Assume: Cultivated, Shaight Row (Overland Flow)
From Figure 1,5.2 (page 6) Velocity = 8.25 ff/s
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Disturbed Area: , -(lozofi.- aggoft'l* 10ox = 6.8yo
\ 438ft )

Assume: Pave Area (Sheet Flow); & Small Upland Gullies
From Figure 15.2 (page 6) Velocity = 5.25ft/s

PCWS-I Travel Time or Time of Concentration
I

T,=7"=+ 3 l8f t  '  *==--48-- f r  , ,  +  438f i  =0.0395hrr93600 | /3600x6 f t l s3600x8 .25 f t l s3600x5 .25 f t l s
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Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-1

INPUT SUMMARY

STORM :
Dist.= SCS Type'b'
Depth = 1.35 inches
Duration = 6.0 hrs

WATERSHED:
Area = 3.09 acres
CN = 79.00

Time conc.= 0.04 hrs

OUTPUT SUMMARY

Runoff depth: 0.193 inches
lnitial abstr: 0.532 inches
Peak flow: 0.51 cfs ( 0.164 iph )

at time: 2.507 hrs



g

I
Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-2

INPUT SUMMARY

STORM :
Dist.= SCS Type'b'
Depth = 1.35 inches
Duration = 6.0 hrs

WATERSHED :
Area = 2.55 acres
CN = 80.00

Time conc.= 0.04 hrs

OUTPUT SUMMARY

Runoff depth : A.21 6 inches
Initial abstr: 0.500 inches
Peak flow: 0.49 cfs ( 0.191 iph )

at time: 2.507 hrs



q

Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-3

INPUT SUMMARY

STORM :
Dist .= SCS Type'b'
Depth = 1.35 inches
Duration = 6.0 hrs

WATERSHED :
Area = 37.42 acres
CN = 80.00

Time conc.= 0.13 hrs

OUTPUT SUMMARY

Runoff depth: 0.216 inches
Initial abstr: 0.500 inches
Peak flow: 5.92 cfs ( 0.157 iph )

at time: 2.548 hrs



lo

Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-4

INPUT SUMMARY

STORM :
Dist.= SCS Type 'b'

Depth = 1.35 inches
Duration = 6.0 hrs

WATERSHED :
Area = 149.30 acres
CN = 80.00

Time conc.= 0.24 hrs

OUTPUT SUMMARY

Runoff depth: 0.216 inches
Initial abstr: 0.500 inches
Peak flow: 18.86 cfs ( 0.125 iph )

at time: 2.624 hrs
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Drainage Ditch Design

Assumptions

1) All ditches designed for the 10-yr 6-hr stonn event
2) When riprap is required the method presented by Searcy, (L967) was used (see page

2s).
3) Riprap thickness is two times the D50.
4) A Mannings n of 0.03 was assumed for base earth.
5) A Mannings n of 0.035 was assumed for rocky earth.
6) A Mannings n for riprap channels will be determined using the following equation:

n = 0.0456(D so x Slope)o'tte

(Abt. S.R. et.al. 1987)
Dro :Median nprap size (in)
Slope : (ff/ft)

7) Filter blankets under riprap channels are t/zthe riprap thickness.
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PCUD-1

Contributing watershed is 50% of PCWS-2

Qro-u = 0'25 cfs
MinimumSlope =1.7 Yo
MmimumSlope =5o/o

Trapezoidal ditch 
Bofiom Width = 1.5 ft
Top Width :4.25 ft
SideSlopes = 2.2:l
Depth = 7 .Sinches
MaxVelocity = 1.71 fos: No riprap needed.
MaxDepth =0.09 ft
Freeboard =0.44 ft

See page 14 and 15 for calculation sheets.
See page 20 for the figure.

Hence, this ditch is adequately sized.
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CHECKED

DATE

DATE

PCD -1

Contributing watershed:100% of PCWS-I now drains to this ditch.

Qro-u = 0'51 cfs

MinimumSlope = 6.4Lo/o

MaximumSlope = 66.7Yo
Trapezoidal ditch
Flow is against the ber:n on one side
SideSlopes -- 1.78

Depth = 0.10fi

MmVelocity - 4.67 fus: No riprap needed.

MaxDepth = 0.05 ft

BottomWidth -2.0 ft.

See page 16 and t7 for calculation sheets.
See page 2l for the figure. Hence, this ditch is adequately sized

Berm alone East of the site

The site is designed to cause runoff to sheet flow ttrough the gravel on the pad.
However, for this design it will be assumed that all runoff estimated in PCD-I will flow
along the berm

Q,o-u = 0'51 cfs
MinimumSlope - J.143%
Maximumsl op e = 9 .259o/o

Triangular ditch
The berm was evaluated assuming it would behave as a tiangular ditch, with a

side slope of 1:1 against the berm and 10:1 away from the berrr (i.e, along the floor of the
pad).

Qro-u = 0'51 cfs
SideSlopes = 1:1
Depth =Berm Ht.:1.0 ft
MmVelocity - 2.92 fps: No riprap needed.
MmDepth =0.18 ft
Freeboard =0.72 ft.

See page 18 and 19 for calculation sheets.
See page 22 for the figure.
Hence, this berm is adequately sized.



Project Description

Worksheet
Worksheet for Trapezoidal Channel

lrt

Project Engineer: Tom Suchoski
FlowMaster v6.0 [614e]

Worksheet
Flow Element
Method

Solve For

PCUD-1
Trapezoidal Channel
Manning's Formula
ChannelDepth

lnput Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

@q.lt0.035
0.050000

2.20
2.20
1.50
0.25

fl/ft
H : V
H : V
fi
cfs

Results

Depth
Flow Area
Wetted Perimeter
Top Width
Critical Depth
Critical Slope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

0.09
0.1

1.92
1 .88
0.09

0.042341
1 . 7 1
0.05
0 . 1 3
1 .08

Supercritical

ft
fr2
ft
ft
fi
fi/ft

- c
fl/s <. b\\s
fr
fi

g :\uc801 \1 9\pcud-1 .fm2
08129106 02:08:41 PM

EarthFax Englneering lnc
37 Brookside Road Waterbury, CT 06708 USA@ Haestad Methods, Inc. (203) 755-1666 Page 1 of 1



Worksheet
Worksheet for Trapezoidal

t5

Project Engineer: Tom Suchoski
FlowMaster v6.O [614e]

Ghannel

Project Description

Worksheet
Flow Element
Method

Solve For

PCUD.1
Trapezoidal Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient
Slope
Left Side Slope
Right Side Slope
Bottom Wdth
Discharge

o.o3s Ro ugR
0.017000 fvft

2 . 2 0  H : V
2 . 2 0  H : Y
1.50 ft
0.25 cfs

EAt\\rl

Depth
Flow Area
Wetted Perimeter
Top \Mdth
Critical Depth
CriticalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

0.12
0.2

2.07
2.02
0.09

0.042342
1.20
0.02
0.14
0.66

Subcritical

fl
fl,
fi
fi
fr
fi/ft
fi/s
ft
ft

\- ,', FreeboorJ -- o.lqtl

g:\uc8Ol \1 9\pcud-1 .fm2
08/29/06 02:08:21 PM

EarthFax Englneerlng Inc
37 Brookside Road Waterloury, CT 06708 USA@ Haestad Methods. Inc. (203) 7s5-1666 Page 1 of 1



Project Description

PCD-1 MIN SLOPE
Worksheet for Trapezoidal Ghannel

lc

Project Engineer: Tom Suchoski
FlowMaster v6.0 [614e]

Worksheet

Flow Element

Method
Solve For

Pace Canyon PCD- min
Trapezoidal Channel
Manning's Formula
ChannelDepth

lnput Data

Mannings Coefficient

Slope
Left Side Slope

Right Side Slope

Boftom Wdth

Discharge

0.035
0.064100

1.78
1 .78
2.OO

0.51

R.auqh earVh
ft/ft
H : V
H : V
ft
cfs

Results

Depth
Flow Area
Wetted Perimeter
Top Width
CriticalDepth
Crit icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

0.10
o,2

2.43
2.37
o.12

0.038454
2.23
0.08
0 . 1 8
1.26

Supercritical

f i  4  l .D+
fi2
fi
fi
fr
tl/ft
fl/s
fr
ft

-" Fteeboqril = b't1fF

c:\program fi les\haestad\fmw\dougoutcanyonpl 9.fin2
09/05/06 O3:51:43 PM @ Haestad Methods, Inc.

EarthFax Englneerlng Inc
37 Brookside Road Waterlcury, CT 06708 USA (203) 755-1666 Page 1 of 1



1,?
PCD.1 MAX SLOPE

Worksheet for Trapezoidal Channel

Project Description

Worksheet
Flow Element
Method
Solve For

Pace Canyon PCD-1-max
Trapezoldal Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient
Slope
Left Side Slope
Right Side Slope
Bottom Width
Discharge

0.035 Rough
0.667000 fvft

1 . 7 8  H : V
1 . 7 8  H  : V
2.00 ft
0.51 cfs

eotfh

Depth
Flow Area
Wetted Perimeter
Top Width
CriticalDepth
Crit icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

0.05
0.1

2.21
2 . 1 9
0.12

0.038453
4.67
0.34
0.39
3.68

Supercritical

ft
fl3
fr
ft

fi
ftIft
ft/s {. Stps
f r l
fi

c:\prog ram files\haestad\fmw\dougoutcanyonp 1 9.fm2
09/05/06 O3:53:34 PM @ Haestad Methods, lnc.

EarthFax Engineerlng Inc
37 Brookside Road Waterlrury, CT 06708 USA

Project Engineer: Tom Suchoski
FlowMaster v6.O [614e]

(203) 755-1666 Page 1 of 1



Project Description

BERM DESIGN MINIMUM SLOPE
Worksheet for Triangular Ghannel

ls

Project Engineer: Tom Suchoski
FlowMaster v6.0 [614e]

Worksheet
Flow Element
Method
Solve For

Pace Canyon Berm -min

Triangular Channel
Manning's Formula
Channel Depth

Input Data

Mannings Coefficient
Slope
Left Side Slope
Right Side Slope
Discharge

0.030 Bore 3
0.071430 fuft

1 . 0 0  H : V
1 0 . 0 0  H  : V
0.51 cfs

f our\l

Results

Depth
Flow Area
Wetted Perimeter
Top Width
Critical Depth
CriticalSlope
Velocity
Velocity Head

Specific Energy
Froude Number
Flow Type

0 . 1 9
o.2

2 .14
2.06
0.22

0.028853
2.65
0 . 1 1
0.30
1 .53

Supercritical

ft 4 l,0tt
ft2

fi
ft
ft
fi/ft
fUs

ft
ft

; .  0K

c\program fi les\haestad\fmw\dougoutcanyonp 1 9.fm2
O9/05/OG 04:01:16 PM @ Haestad Methods. lnc.

EarthFax Englneerlng Inc
37 Brookside Road Waterbury, CT 06708 USA (203) 755-1666 Page 1 of 1
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BERM DESIGN MAXIMUM SLOPE
Worksheet for Triangular Channel

Project Description

Worksheet

Flow Element
Method

Solve For

Pace Canyon Berm -max

Triangular Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient
Slope
Left Side Slope
Right Side Slope
Discharge

0.030 Ba(C
0.092590 fuft

1 . 0 0  H : V
10.00 H :  V
0.51 cfs

ground

Depth
Flow Area
Wetted Perimeter
Top \Mdth
Critical Depth
Critical Slope
Velocity
Velocity Head

Specific Energy
Froude Number
Flow Type

0.18 fr
0.2 ff

2.U ft
1.96 fr
0.22 f t

0.028851 ft/ft
2.e2 ftts A 5.0to;
0.13 f t
0.31 ft
1 .73

Supercritical

,'" no rrproT needeA.

c:\prog ram fi les$ aestad\fmw\dou g outcanyo n p 1 9.fm2
09/05/OG 04:02:15 PM @ Haestad Methods, Inc.

EarthFax Engineerlng Inc
37 Brookside Road Waterlcury, CT 06708 USA

Project Engineer: Tom Suchoski
FlowMaster v6.O [614e]

(203) 7s5-1666 Page 1 of  1
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: 
Cdvert Deign

PCUC -1

All of PCWS-2 flows into this culvert, which is an
projecting inlet.

l8;inch diameter CMP

Check outlet velocity:

See page 28 for calculation sheets.

Qro-u = 0'49 cfs

with a

Minimuminlet capacity of HWD.= I is 5.5 cfs. Hence, this is adequately sized.

Check outlet velocity: 18" CMP
Slope: 7.9%

See page 27 for calculation sheets.

Discharge Velocity: 4.07 Ss: No riprap needed.
: MmDepth =0.20 ft

: No riprap required at culvert outlet. However,

;fff#;;ffiff I ;:::""T1"1i';i#d 
bourders'

PCUC -2

All of PCWS-3 flows into this culver! which is a 36-inch diarrreter CMP with a
mitered inlet.

Qro-u = 5'96 cfs

To add a factor of safety a 36inches CMP should be used. Minimum inlet capacity
at HWID:I is 34.5 cfs. Hence, this culvert is adequately sized.

36" CMP
Slope : 10.7%o

Discharge Velocity : 8.73 frs
MmDepth =0.46 ft
Actual riprap diameter use Dro =9"

Riprap required at culvert outlet.
Required riprap Dso = 6" Hence, riprap is adequate.

See page 23 for riprap figore.
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PCUC -3
All of PCWS4 will flow into this culvert, which is a 36-inch diameter CMP with a
mitered inlet.

Qro-u = 19'05 cfs

The culvert inlet capacrty is over 30 cfs. Hence, this culvert is adequately sized.

Check outlet velocity 36" CMP
Slope :2.5o/o

See page 29 for calculation sheets.
Discharge Velocity :7 .27 fps
'MuDepth = 1.19 ft
Riprap required at culvert ouflet.
Minimum riprap required 4" (see page 25)

: 
9 .- lT' Riprap at the outlet. Hence, riprap is
adequate
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lvline Water Dissharse Culvert

Flow up to 300 gPm = 0'7 cfs
water will be p,i*p"a out of the min-e. Therefore, inlet capacity is not an issue'

Check Outlet Velocity: 6" HDPE pipe

MmDePth =0'17ft<0'5ft: ok

SloPe =35'1L34'=28'2%

. ' :

T:ffiT'TT i:'I,l ft.JI the out er
Pipe discharges directly lnto t|t* channel'

Should periodically monitor for erosion'

See page 30 for calculation sheets'



Project Description

PCUC-l
Worksheet for Gircular Ghannel

d+

Project Engineer: Tom Suchoski
FlowMaster v6.O [614e]

Worksheet
Flow Element
Method
Solve For

Pace Canyon PCUC-1
Circular Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient

Slope
Diameter

Discharge

o.oz4 C l,t\?
0.079000 fl/fr

18  in
0.49 cfs

Results

Depth
Flow Area
Wetted Perimeter
Top Width
Critical Depth
Percent Full

Cri t icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Ful l
Flow Type

0.18 f t
0.1 frr

1.06 ft
0.98 ft
0.26 ft
12.0 o/o

0.017527 ft/ft ., r I
4.07 fi/s a 5€ps "'. nD rt?rqP needed -
0.26
o.44
2.05

17.20
15.99

0.000074
Supercritical

fi
fi

cfs
cfs
fl/ft

c:\program fi les\haestad\fmw\dougoutcanyonp 1 g.fm2
08/31/06 O5:03:24 PM @ Haestad Methods. lnc.

EarthFax Engineerlng lnc
37 Brookside Road Waterbury, CT 06708 USA (203) 755-1666 Page 1 of 1
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PCUC -2

Worksheet for Circular Channel

Project Description

Worksheet
Flow Element

Method
Solve For

Pace Canyon PGUC-2
Circular Channel
Manning's Formula

ChannelDepth

Input Data

Mannings Coefficient

Slope
Diameter
Discharge

0.024
0.107000 fuft

36 in
5.96 cfs

Results

Depth
Flow Area
Wetted Perimeter

Top \A/idth

Critical Depth
Percent Full

Cri t icalSlope
Velocity
Velocity Head

Specific Energy
Froude Number
Maximum Discharge
Discharge Full

Slope Full
Flow Type

,'. Blra6 ir eArn^^'rt

0.46 ft
0.7 ttz

2.41 ft
2.16 ft
0.77 ft
15.3 o/o

0.013334 fl/ft

8.73 fi/s O\/l\[et r tPyop requ\reA Dso = 6"
1.1s ft Rc\u,.\ u&. $*o = \"
1.64 ft
2.74

'127.12 6s
118.17 c fs

0.000272 frfft
Supercritical

untltled.fm2
08/29106 04:41:59 PM

EarthFax Englneerlng Inc
37 Brookside Road Waterbury, CT 06708 USA

Project Engineer: Tom Suchoski
FlowMasterv6.0 [614e]

@ Haestad Methods, Inc. (203) 755-1666 Page 1 of 1
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PGUC-3

Worksheet for Gircular Channel

Project Description

Worksheet
Flow Element

Method

Solve For

Pace Canyon PCUG-3
Circular Channel
Manning's Formula

Channel Depth

Input Data

Mannings Coefficient

Slope
Diameter
Discharge

0.o24
0.025000 fl/fr

36 in
19.05 cfs

Depth
Flow Area
Wetted Perimeter
Top Width
CriticalDepth
Percent Full

Cri t icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full

Slope Full
Flow Type

1.1'9 f t
2.6 tr

4.09 ft
2.94 ft
1.40 ft
39.8 %

0.014132 ft/fr,
7.27 ftls
0.82 ft
2.01 ft
1 .36

61.45 cfs
57.12 cfs

. 0.002781 tuft
Supercritical

{. Bi bK

E+?" ono 
'trltt\ 

tigrng a\

Sctuo,\ u<e Dso = q.' -
orrt\e! Dso=4"

Itt'

untitled.fm2
Ogl2SlOG 04:39:OG PM

EarthFax Englneering lnc
37 Brookside Road Waterbury, CT 06708 USA

.'. %tYt, 
Je1-a^ '

Projec't Engineer: Tom Suchoski
FlowMaster v6.O [614e]

Page 1 of 1@ Haestad Methods, Inc. (203) 755-1666



Project Description

Mine Water Discharge Culvert
Worksheet for Circular Channel

3.o

oufle!

Project Engineer: Tom Suchoski
FlowMaster v6.0 [614eJ

Worksheet

Flow Element
Method
Solve For

Pace Canyon Mine Water
Circular Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient
Slope
Diameter
Discharge

0.014 H bP E
0.282000 ft/ft

6 i n
0.70 cfs

t

T r t r e
I

Depth
Flow Area
Wetted Perimeter
Top Width
Critical Depth
Percent Full
Cri t icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full
Flow Type

0.17 f t
0.1 ft,

0.63 ft
0.47 ft
oA2 f t
34.3 o/o

0.017186 fr/ft
11.75 fl/s
2.16 f t
2.32 ft
5.85
2.98 c{s >
2.77 68

0.018052 fl/ft
Supercritical

ou\\e\ r\ p rqy r equifq,t
ftchd rlse D6o = \5 \o S" rr I rn! at

olcts ;" OK

untitled.fm2
08/29/06 04:34:28 PM

EarthFax Englneerlng Inc
37 Brookside Road Waterbury, CT 06708 USA@ Haestad Methods, Inc. (203) 7s5-1666 Page 1 of 1



CHART 5

HEADWAT ER DEPTH FOR
C. .M.  PIPE CULVERTS
WITH INI-ET CONTROL

torooo

l
I

cn
lrl

(J

=
=
6

F
E
t!

. J

.('
IL
o

. 0 3'lrl

F
lr,
=
e

j
ct
o
E

CI=
l-

.(o

t 2

EunEAg OF puEL|CFOAOS J^r'! |9€t

, -2 i

"+ 
Ti.n.r p ol,i-'*t'r6 /' f 1?7 )

6- tao -i-'

f 'ea I
f rss I
l-- n+ |
L I

l- rse l.
L =
l - - t z o  d  ' . '
l t d
F .  F

l-- io. i
! -  ' r

i - '" g
l r -
l t :
F =
l a

Feo  H
LI
t t .
fzz I
tl
t l
l- to -l
I
ro*
!. t'

an
lr-
(J

=
o

lrl€
G

(:
cn
6

/

- 3 5

: Z T

r!t

I rOOO

d,ooo
5 ,OOO

4,OOO

3,OOO

z,ooo

I , O O O . .

800

EXAMPLE

0r 36' inchre (3.0 fmt I
. . O r G F  c l r .

Hw*  Hw
0 lt.dl

( t I  1 . 8

lA z. l
(3t z.?

iD in t..a

300 
:

200.

3 io un.roitr (el or (!l groi.ar :
t  hor i roa io l l t ' l o  .Go l .  ( l l ,  then .

un ilrtitht iaclhrrl llnr fhrough
3' O or. l  O reclrrr or r l f .ru. o!

. lltutirshd. : 
I

z

t .o

: . /
- IOO ./''- 

ao'/
- ?

= .o l?CUc-Z'1 A frUc-3
- 5 0 ;. - .-:?

l.o tsS scn_e ,.-+l*!y

| 
2o ru' 'r..g^{

:" 
- 

|2l .-dtn rd, to'contorm,:K*,

,.4

6.3

E.O

600
50q

400

t

g t -
E .
tr,' F ,

lr,l .
=-
,o

=

./

. . 4 .

F
E
lrl
t-

=

td '

)

6 . (

5 .  I

z)
(

- 6 .

r.5

- q

- . 8

:
4i

?

- u

z.

r.5..

t

: .1 .O -  t .0

t

E . - . 8
I

7

,
. a

5
. o

. 0

. 5 ' l -  
. 5

{?o{ ( c4 .5 . o"ed



EARTHFAX ENGINEERING, INC.
ENGINEERS /  SCIENTISTS COilPUTED DATE

DATE

Sediment Trap Design

Sediment control at this site is being achieved using Alternate Sediment Confiol
Measrues (ASCM). These ASCMs include contemporaneous reclamation, clean gravel
placed on pads and roads, silt fences (during constriction), a sediment trap and a sediment
basin.

The sediment trap and the sediment basin are part of the ASCM and are not intend to be
sedirnent ponds. Thus, the sediment tap and basin were not designed as sediment ponds
and do not have the capacity of sediment ponds.

The contemporaneous reclamation and gravel should adequately control sediment. The
sediment trap and basin provide an extra measure of protection.

Sediment Trap Capacity

Spillway Elevation Area (ftn2) Volume (ftn3)
'6986 13.34
6987 378.88 196.1
6988 569.92 474.4
6989 760.02 665.0
6990 919.43 839.7
6991 1088.17 1003.8
6992 1268.02 1178.1
6993 1446.69 1357.4

TotalVolume
Volume (acre-ft)

5714.5
0.1312

Tlre runoff depth for the 10-yr 24-fu storm event is 0.493 inches (see page 34).

I
rotatRunofvotume =ltl 

"1??t:'\':l,x 
(3.0ea qes)x (43560 fi, t affe) l= 55ze.8ft3

l(tLincheslfi) 
\ / 

I

The sediment trap can hold the runoff from the 10-yr 24-hr storm event even if the
spillway is plugged.

Although not required as it is for a sediment pond the sediment trap's overflow culvert
was designed to pass the 25-yr 6-hr stonn event.

Qrr-u =0.97 cfs (See Page 33)
The spillway is an 18-inch diameter CMP. It's capacity will be modeled assuming a
projecting inlet with no routing through the trap (i.e., the dampening effects of routing
through the trap will be ignored).
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Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-1 2s-YEAR 6-HOUR

INPUT SUMMARY

STORM :
Dist.= SCS Type 'b'

Depth = 1.65 inches
Duration = 6.0 hrs

WATERSHED :
Area = 3.09 acres
CN = 79.00

Time conc.= 0.04 hrs

OUTPUT SUMMARY

Runoff depth: 0.331 inches
Initial abstr: 0.532 inches
Peak flow: 0.97 cfs ( 0.311 iph )

at time: 2.507 hrs
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Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
PCWS-1 1 O-YEAR' 24-HOUR

INPUT SUMMARY

STORM :
Dist.= SCS Type ll
Depth = 1.95 inches
Duration = 24.0 hrs

WATERSHED :
Area = 3.09 acres
CN = 79.00

Time conc.= 0.04 hrs

OUTPUT SUMMARY

Runoff depth: 0.493 inches
lnitial abstr: 0.532 inches
Peak flow: 1.75 cfs ( 0.562 iph )

at t ime: 12.003 hrs



,notEc, UC-801 -l? ,oo' 35 oF
EARTHFAX ENGINEERING. INC. corfpurED kC oorr07"0

ENGINEEFS / SCIENTISTS

""r"*.o-Bl-- 
o^n 6h 2oot

Spillwav Desien. (PCDC-I )

Qrru =0.97 cfs
';:;:;:,iili- j;ilif ,T,:ffi:'lu,ou'qua'fe
Requires Riprap with a minimum Dso =6" and to prevent

erosion. The actual Dro in the discharge channel is 9". Hence, this riprap is adequate to
prevent erosion.
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PCDC-I SED TRAP SPILLVIIAY

Worksheet for Gircular Ghannel

Project Description

Worksheet

Flow Element
Method
Solve For

Pace Canyon PCDC-1
Circular Channel
Manning's Formula
ChannelDepth

Input Data

Mannings Coefficient
Slope
Diameter
Discharge

0.024
0.242000 frtft

18  in
0.97 cfs

Results

Depth
Flow Area
Wetted Perimeter
Top Width
Critical Depth
Percent Full
Cri t icalSlope
Velocity
Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Dlscharge Full
Slope Full
Flow Type

0 .19
0.1

1 . 1 0

1.00
0.37
12.7

0.016849

7.40
0.85
1.04
3.60

30.11
27.99

0.000291
Supercrftical

ft
fit
ft
ft
ft
o/o

firft
fr,/s
ft
ft

cfs
cfs
fuft

c:\prog ra m fi les\haestad\fmw\dou goutcanyonp 1 9.fm2
09/01/06 03:59:31 PM @ Haestad Methods, lnc.

EarthFax Engineerlng lnc
37 Brookslde Road Waterbury, CT 06708 USA

Projec* Engineer: Tom Suchoski
FlowMaster v6.0 [614eJ

(203) 755-1666 Page 1 of 1
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Topsoil Stockpiles Sediment Control

A berm was constructed around the north topsoil stockpile. This is a total containment
berm and will contain the entire 10-yr 24-hr storm event.

Rainfalt Depth: 1.95" (10-yr 24-fu)

CN = 80 @evegetated area with some deep gouging)
Therunof fdepthfor the10-yr24-brstonnevent is0.532inches(seepage38). .

See page 38 for calculation sheet

I
rotalRunoffvotum'=ltl::,-?yr\':.lx (0.0ea cres)x (43560 ft' t acre)l=rlt.sfi'

L (I2inches I ft) 
' 
J

7021
7022
7A23
7024

71 .81
138 .11
214.6

28.72
104.96
176.36

TotalVolume
Volume (acre-ft)

310.04
0.00710

Hence, the sediment basin in the north topsoil stockpile area has the capacity to store
approximately twice the volume of the 10-yt, 24-hr nrnoff. This basin is, therefore are
adequate means of controlling runoff from the stockpile.

for North T
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Triangular Hydrograph Calculations using

SCSHYDRO Program

Watershed l.D.:
NORTH TOPSOIL STORAGE

INPUT SUMMARY

STORM :
Dist.= SCS Type ll
Depth = 1.95 inches
Duration = 24.0 hrs

WATERSHED:
Area = 0.09 acres
CN = 80.00

Time conc.= 0.01 hrs

OUTPUT SUMMARY

Runoff depth: 0.532 inches
Initial abstr: 0.500 inches
Peak flow: 0.06 cfs ( 0.625 iph )

at t ime: 12.001 hrs
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